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ATTACHING THE ARMATURE AND LOCK TO BRACKETS

Attach the 2013 Gate Lock to the Gate Lock Bracket using four (4) 1/4-20x1" socket head screws.

Attach the armature housing to the Gate Lock Bracket (with slotted holes) using four (4) 8-32x3/8” armature
housing screws. Next, attach the armature as shown. Firmly tighten the armature mounting screw using a 3/16”"
hex wrench.

Failure to properly secure the armature to the bracket could result in serious injury or possible security

breach.
S g
GATE LOCK
BRACKET ———p»| - — WMM@

2013 GATE LOCK

@
WD) «— 1/2-20x1" SOCKET

HEAD SCREW

ARMATURE
HOUSING

GATE LOCK
BRACKET

FLAT STEEL WASHER

0.235"L
ARMATURE
SPACER

“““ ’ 5/16-18x3/4"
TURNED
ARMATURE
MOUNTING
SCREW

8/32x3/8” ARMATURE ARMATURE
HOUSING SCREW
(SUPPLIED WITH

2013 GATE LOCK)

N J
4 )
HARDWARE PACK CONTENTS (PN 301377)

(1) 5/16-18 x 3/4” FHS MACHINE SCREW (TURNED) (4) 1/4-20 x 1" SOCKET HEAD SCREW
(1) 0.375"D x 0.235"L ARMATURE SPACER (4) 1/4-20 x 1-1/2" PHS MACHINE SCREW
(1) 1/4” FLAT WASHER (4) #14 x 1-1/2" PHS SHEET METAL SCREW
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