DYNALOCK MODEL #6750 PUSHPLATE FEATURES:

SOLID ALUMINUM PUSHPLATE WITH 2-60 SECOND TIME DELAYED MOMENTARY CONTACTS AND "PUSH TO EXIT" ENGRAVED SIGNAGE.

SINGLE GANG RECESSED STYLE SOLID ALUMINUM FACEPLATE.

7" COLOR-CODED #18AWG WIRE LEAD TERMINATIONS.
DYNALOCK MODEL #6751 / 6752 PUSHPLATE FEATURES:

SOLID ALUMINUM PUSHPLATE WITH "PUSH TO EXIT" ENGRAVED SIGNAGE.

SINGLE GANG RECESSED STYLE SOLID ALUMINUM FACEPLATE.

7" COLOR-CODED #18AWG WIRE LEAD TERMINATIONS.

6751 - SPDT / ALTERNATE-ACTION CONTACTS, RATED 6 AMPS @ 125VAC
6752 - DPDT / ALTERNATE-ACTION CONTACTS, RATED 6 AMPS @ 125VAC

WIRING INFORMATION

MODEL #6751

BLACK

(YELLOW)

GRAY

DPDT ALTERNATE-ACTION CONTACTS RATED 6 AMPS @ 125VAC

MODEL #6752

BLACK

(YELLOW)

GRAY

BLACK

NORMALLY-OPEN & NORMALLY-CLOSED CONTACTS RATED 10 AMPS @ 125VAC

SPECIFICATIONS

YELLOW

RED

YELLOW

RED

MOMENTARY TIME DELAYED CONTACTS RATED 10 AMPS @ 125VAC

PTD / FORM Z

SCHEMATIC

TIME DELAY ADJUSTMENT KNOB

BOTTOM VIEW

TIME DELAY ADJUSTMENT RANGE = 2 - 60 SECONDS

TURN CW TO INCREASE

TURN CCW TO DECREASE

6751 / 6752 PUSHPLATE SINGLE GANG

Installation Instructions
DYNALOCK MODEL #6753 / 6754 PUSHPLATE FEATURES:

SOLID ALUMINUM PUSHPLATE WITH "PUSH TO EXIT" ENGRAVED SIGNAGE.

SINGLE GANGLY RECESSED STYLE SOLID ALUMINUM FACEPLATE.

LABELED SCREW TERMINAL CONNECTIONS

6753 - SPDT / MOMENTARY CONTACTS, RATED 15 AMPS @ 125VAC
6754 - DPDT / MOMENTARY CONTACTS, RATED 10 AMPS @ 125VAC