DYNALOCK MODEL #6755 PUSHPLATE FEATURES:

SOLID ALUMINUM PUSHPLATE WITH 2-60 SECOND TIME DELAYED MOMENTARY CONTACTS WITH ENGRAVED BLUE HANDICAPPED SYMBOL

SINGLE GANG RECESSED STYLE SOLID ALUMINUM FACEPLATE.

7" COLOR-CODED #18AWG WIRE LEAD TERMINATIONS.
SPECIFICATIONS

DYNALOCK MODEL #6765 / 6775 PUSHPLATE FEATURES:

SOLID ALUMINUM PUSHPLATE WITH ENGRAVED BLUE HANDICAPPED SYMBOL

SINGLE GANG RECESSED STYLE SOLID ALUMINUM FACEPLATE.

7" COLOR-CODED #18AWG WIRE LEAD TERMINATIONS.

6765 - SPDT / ALTERNATE-ACTION CONTACTS, RATED 6 AMPS @ 125VAC
6775 - DPDT / ALTERNATE-ACTION CONTACTS, RATED 6 AMPS @ 125VAC

WIRING INFORMATION

MODEL #6765

BLACK
(YELLOW)
GRAY

SPDT ALTERNATE-ACTION CONTACTS RATED 6 AMPS @ 125VAC

MODEL #6775

BLACK
(YELLOW)
GRAY

DPDT ALTERNATE-ACTION CONTACTS RATED 6 AMPS @ 125VAC

Installation Instructions

DynaLock Corporation
705 Emmett Street • Bristol, CT 06010
Tel: (860) 582-4761 • Fax: (860) 585-0338
DynaLock Model #6785 / 6795 Pushplate Features:

- Solid aluminum pushplate with engraved blue handicapped symbol.
- Single gang recessed style solid aluminum faceplate.
- Labeled screw terminal connections.
- 6785 - SPDT / Momentary contacts, rated 15 amps @ 125VAC
- 6785 - DPDT / Momentary contacts, rated 10 amps @ 125VAC.

Installation Instructions