2500 Series Electromagnetic Lock

Options - 2511, 2511TJ, 2522, 2522TJ2

- **ATS** ANTI-TAMPER SWITCH - Signals removal of the housing cover. SPDT contacts.
- **CLH** CUSTOM LENGTH HOUSING - See back page.
- **DSM** DOOR STATUS SWITCH - Signals door closed or ajar. SPDT contacts.
- **DSM2** DOOR STATUS SWITCH - For the 2522 models.
- **DYN** DYNASTAT FORCE SENSOR - Indicates efficient magnetic bond. SPDT contacts.
- **DYN2** DYNASTAT FORCE SENSOR - For the 2522 models.
- **LED** BI-COLOR LED - For local signaling of lock status. ( Requires DYN option)
- **LED2** BI-COLOR LED'S(2) - For the 2522 models. (Requires DYN2 option)
- **SF** SPECIAL FINISH - Standard finish is US28 Satin Aluminum. For special anodized finishes, see price book.

Options - 2585

- **DSM** DOOR STATUS SWITCH - Signals door closed or ajar. SPDT contacts.
- **SF** SPECIAL FINISH - Standard finish is US28 Satin Aluminum. For special anodized finishes, see price book.

**NOTES:** For AC operation on 2585 Series, order part #7088 pre-wired rectifier bridge. For relock time delay on all models, order part #7080 adjustable 1-60 seconds.

**Wiring Connections** (Shown with all options)

**Mounting**

2511/2585 SIDE VIEW

2511TJ SIDE VIEW