**Options**

**CLH** CUSTOM LENGTH HOUSING - See back page.

**DSM** DOOR STATUS SWITCH - Signals door closed or ajar. SPDT contacts.

**DSM2** DOOR STATUS SWITCH - For the 3002 models.

**HSM** HIGH SECURITY MONITOR - Includes the following:
- DOOR STATUS SWITCH - Signals door closed or ajar. SPDT contacts.
- DYNASTAT FORCE SENSOR - Indicates efficient magnetic bond. SPDT contacts.

**HSM2** HIGH SECURITY MONITOR - For the 3002 models.

**VOP** VALUE OPTION PACKAGE - Includes the following:
- DOOR STATUS SWITCH - Signals door closed or ajar. SPDT contacts.
- DYNASTAT FORCE SENSOR - Indicates efficient magnetic bond. SPDT contacts.
- ANTI-TAMPER SWITCH - Signals removal of the housing cover. SPDT contacts.
- RELOCK TIME DELAY - Adjustable 1-80 seconds.

**VOP2** VALUE OPTION PACKAGE - For the 3002 models.

**LC** A 3000 Series coil assembly supplied in a 2000 Series multi-piece housing.

**LCB** BASIC LOCK LESS CIRCUIT BOARD - Coil and housing with flying leads.

**LED** BI-COLOR LED - For local signaling of lock status. (Requires HSM or VOP option)

**LED2** BI-COLOR LED'S(2) - For the 3002 models. (Requires HSM2 or VOP2 option)

**LP** LOW POWER COIL - 12V only @ 0.16 Amps (Single Lock)

**LP2** LOW POWER COILS - 12V only @ 0.32 Amps (Double Lock)

**OFA** OFFSET ARMATURE - For aluminum storefront doors. Mounting hole is higher to avoid top rail drilling problems.

**SF** SPECIAL FINISH - Standard finish is US28 Satin Aluminum. Special anodized finishes, see price book.

**Notes:** DSM, HSM, VOP and LED options not available on 3001 split armature models or with LCB option.

**Wiring Connections**

Shown with all options.

**Mounting**

**OUTSWINGING DOOR SIDE VIEW**

**INSWINGING DOOR SIDE VIEW**